Glass Door Lock with
Indicator & Glass Door Keeper

Suitable for Frameless Glass Doors

ar

(51mm

)
T \/ /\ (512n”1m) O
-

SDS LONDON

3-1/2" ) —~

%@
— 1 g gomm O i %
\ \J} \/ N}ﬂj

| J
FRONT VIEW T~
REAR VIEW

Specifications

Material: Solid Brass Standard Finish: Satin Nickel m IMPORTANT:

Glass Thickness: 6mm to 12mm ] Project measurements from

° the edge of the glass.
) . i S ) 1-11/16"

. Thumb turn/Indicator Display/Coin 3 B (43mm)
Release '%1‘ *

. Standard Lock is Glass to Wall, optional 3 (13:77(112'; '78414;)
Glass to Glass Keeper Available T /'\\

. Requires glass drilling & notching r B + )

. Additional finishes available: Polished oo \ o
Chrome, Polished Brass, Oil Rubbed bk ‘§‘£ | E:
Bronze 2 9=® 2 g;

«  When using Glass to Wall fixing, the 5 2 % ol 3
minimum clearance between the door 3 §A S £
glass & wall/timber is 3mm, and the 53 §'g | ﬁ

. N ~ 303 m
maximum clearance is 12mm. The 2R / D
standard recommended clearance is L \ ,cf)
5mm. — CJ i

. When using glass-to-glass fixings, the L
clearance between panelsis 1.5mm to %
3mm. o NOTE:

3 Both the door and fixed panel

use the same template.
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